
Mfg PSI Ports Available

FFP 2500 NPT, SAE O'RING

Veljan 3000 Side flgd, NPT or SAE O'ring 

FFP 2500 Side flanged

FFP 3000 Side flanged

FFP 2500 NPT, SAE O'RING

Mfg PSI Ports Available

FFP 2500 NPT, SAE O'RING

Veljan 4650 Side flanged 

Veljan 3000 Side flgd, NPT or SAE O'ring 

Veljan 4000 Side flanged

Veljan 4000 Side flanged

Veljan 4000 Side flanged 

FFP 2500 NPT, SAE O'RING

FFP 2500 Side flanged 

FFP 3000 Side flanged 

Note: All Options are Available in Keyed or Splined Shaft

www.FluiDyneFP.com

Note: All Options are Available in Keyed or Splined Shaft

Single Vane Pumps

15.7 - 32.2 

V20-2 Body 1.19 - 2.59

25V25V

19.1 - 32.1

SAE - A

V10 -1 Body

V20-1 Body

Displacement 

(CU.IN/REV)

TXB1TXB1

20V

V10-2 Body

Model

.20 - 1.00

1.19 -2.59

.35 - 3.05

.66 - 6.10

.20 - 1.00

1.1 -2.22

.43 - 2.78

T6CM

25VQ25VQ

.40 -2.80

SAE - B

Model
Displacement 

(CU.IN/REV)

2.45 - 4.12

5.1 - 47.5

9.3 - 20.2

T6CSHT6CSH .66 - 6.10

.66 - 6.10

T7B/BS

5.1 - 47.5

5.1 - 47.5

.40 - 2.80

2.01 - 4.13

20VQ

TXB2

T6C

3.0 - 21.8

T7B/BS

GPM at        

1800 RPM

1.6 - 7.8 

3.0 - 21.8

3.4 - 21.7

8.6 - 17.3

9.3 - 20.2

GPM at     1800 

RPM

1.6 - 7.8

2.70 - 23.8



Mfg PSI Ports Available

Veljan 4000 Side flanged 

Veljan 4350 Side flanged 

Veljan 3500 Side flanged 

Veljan 3500 Side flanged 

Veljan 3500 Side flanged 

FFP 2500 Side flanged 

FFP 3000 Side flanged 

FFP 2500 Side flanged 

FFP 2500 Side flanged 

Veljan 3500 Side flanged 

Veljan 3500 Side flanged 

Jun-20

Need More Information?

Engineering Brochures for each series listed on our website! 

2.68 - 9.64

T6D 2.90 - 11.62

T6CP .66 - 6.10

Displacement 

(CU.IN/REV)

T7E/ES

T6ET6E 8.70 - 16.40

8.4 - 11.645V

T7D/DS

35VQ35VQ 4.98 - 7.42

T7D/DS 2.68 - 9.64

T6DMT6DM 2.90 - 11.62

T6EM 8.70 - 16.40

45VQ 8.46 - 11.80

8.4 - 11.6

45VQ

4.9 - 7.435V

SAE - C

Model

SAE - C

Note: All Options are Available in Keyed or Splined Shaft

Model
GPM at 1800 

RPM

38.2 - 57.7

67.8 - 127.8

67.8 - 127.8

22.6 - 90.5

65.5 - 90.4

65.9 - 91.9

5.1 - 47.5

20.9 - 75.1

20.9 - 75.1

22.6 - 90.5

38.8 - 57.8


