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Valve Cross Reference

FluiDyne Parker Vickers
DO3 WFDG4V3S DIVW DG4V3S
D05 WFDG4S4 D3W DG4S4
D07 WFDGS4-04 D41VW DG55404
D08 WFDG5S8 D61VW DG5S8

These models are rated for 1500 psi tank port pressure.

FluiDyne Rexroth Argo Bucher | Continental Duplomatic HyVAir Hydac Nachi | Northman Yuken
D03 WF4AWE6 4WE6 RPE3-06 WEDO VSDO3M DS3 D03S 4WE6 SSGO01 SWH-GO02 DSG-01
D05 WF4WE10 4WE10 RPE4-10 WEDE VSDO5M DS5 DO05S 4AWEW10 | SSGO05 SWH-GO03 DSG-03
D07 | WFDG4S4-04* | 4WEH16 | RNEH5-16 - VSDO7M DSP7 - SW-G04
D08 WFDG5S58* 4A4WEH25 | RNEH4-25 - VSDO8M DSP8 DO8S DSSGO06 SW-GO06 DSHG04/06

*660 & 760 Models
These models have > than 1500 psi tank port pressure rating
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Call, Email, Chat...We're Ready to Help!
www.FluiDyneFP.com @ (586) 296-7200 ® Sales@FluiDyneFP.com

5/2/2023




