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A10V Series 52 Axial Piston Variable

. Open Circuit for series 52

. Peak Pressure 4,600 psi / Nominal Pressure 3600
. Sizes 10cm?®/rev - 63cm3/rev

. Same Day Shipments of units or parts orders
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‘ Features of AIOV Series 52

Axial piston pump A10V in swashplate design is used for hydraulic fluid transmission in open loop circuits.
Flow is proportional to drive speed and displacement. By adjusting the position of the swashplate it is
possible to smoothly vary the flow. In series 52, FluiDyne stocks 10, 45, 60 and 63 displacement. Each
unit has 18 month warranty, so if you have any problems, we have a solution. They are 100% tested to
meet OEM specififcations (providing a long service life) and are ready for immediate shipment!

Features Include:

- Flange / Threaded Connections SAE-UNC or Metric
- 2 to 3 Drain Ports

- High Permissible Speeds

- Good Suction Characteristics

- Low Noise Level

- High Power / Weight Ratio

- Long Service Life

- Short Control Times

- Axial and Radial Loading of Drive Shaft Possible
- Wide Range of Controls

- Through Drive Option for Multi-Circuit System
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/// | cover
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Model Code Breakdown

C 62

A10VS0 45 DR

52

Model
Series

Displacement Size
10 - 10.5 cm¥/rev (0.61 in%rev)
45 - 45 cmd/rev (2.75 in¥/rev)
60 - 60 cm?/rev (3.66 in¥/rev)
63 - 63 cmd¥/rev (3.84 in¥/rev)

Control Devices
DR - Pressure control
DRG - Pressure remote control
DFR - Pressure & flow (X-T port open)
DFR1 - Pressure & flow (X-T port blocked)
Power Control w/Pressure Cut-Off
LA(X)D - Power control w/pressure cut-off
LA(X)DG - Power w/remote pressure
LA(X)DS - Power w/flow (X-T port blocked)
*Start of Control
LA7D - 71 to 105 bar (1030-1523 psi)
LA8D - 16 to 140 bar (1537-2031 psi)
LA9D - 141 to 230 bar (2045-3336 psi)

Series

52 - for size 10, 45, 60, 63

L P

Rotation (viewed from shaft end)
R - Clockwise
L - Counterclockwise

Seals

P - Buna-N (NBR per DIN ISO 1629)
V - FPM (Flurocarbon/Viton)

Shaft End

10 45

60

63

Keyed 3/4” 1”

11/4”

11/4

Splined 34" 11T | 17-15T

11/4"-14T

11/4"-14T

Full Splined

Reinforced “S” ) =157

11/47-14T

11/47-14T

Splined “Low Torque” | 5/8”-9T | 7/8"-13T

17-15T

1”-156T

Full Splined

Reinforced “U” ) 7/8-13T

17-15T

1"-15T

Full Splined SAE-B - -

7/8"-13T

7/8"-13T

G R EHE R

18mm -

Metric Keyed

Thru Drives —

Noo

T—Special Suffix

Omit if none required
S097 - Max volume
stop adjust (std)

NOO - Non-Thru Drive (without thru drive)
K** - With Thru Drive to mount pump on
back (side ports only). Not avail in size 10

Mtg Flg | Hub To Mount
K01 82-2 (A) |5/8”-9T (A) fg(()a/)m(u,W),
K52 82-2 (A) |3/47-11T (AB) ?3%;8(8”
K68/K02 [ 101-2 (B) | 7/8’-13T (B) 2\;%2\2)(8,R),
K04 101-2 (B) | 17-15T (B-B) '23/%\;‘&5((5{5)),
K07* 127-2 (C) | 1 1/47-14T (C) ?\38\(/61 V\(/)S,R),
K15* [ 127-4(C) | 11/4-14T (C) ?‘31%\)’60/630

*K07 and K15 not available in size 45

Service Ports
4-Bolt Flange Ports (not avail. in size 10)
For sizes 45, 60 and 63:
11 - Rear Ports, Metric Thread
61 - Rear Ports, UNC Thread
12 - Side Ports, Metric Thread
62 - Side Ports, UNC Thread
Str. Thread O-Ring Ports
14 - Rear Ports, Metric Thread
Only available in size 10!
64 - Rear Ports, UNC Thread - all sizes

Mounting Flange (Pilot Diameter (in/mm))
A - 1SO 2-Bolt Metric
10: 80 mm
45: 100 mm
Not available in size 60/63
C - SAE 2-Bolt
10: SAE-A (3.257/82.5)
45 & 60/63: SAE-B (4.0"/101.6)
D - SAE 4-Bolt
60/63: SAE-C (5.0"/127)
Not available in size 10 & 45

3

Contact Customer Serivce for more options!



Technical Data

1. Absolute Pressure at Port S (A)
P min..nnns 11 psi (0.8 bar)

sabs

P maX...... 75 psi (5 bar)

sabs

2. Output Operating Pressure Range
Pressure at port B

Nominal pressure P,............. 3600 psi (250 bar)
Peak pressure P 4600 psi (315 bar)
Min pressure P o 145 psi (10 bar)

min

3. Case Drain Pressure
Maximum pressure of leakage fluid (at ports L,, L, and L,) 7 psi (0.5 bar) higher than input pressure
at port S, but not higher than 30 psi (2 bar) absolute.

4. Direction of Flow
(StoB)

5. Table of Values (theoretical values, without considering n__and n : values rounded)

Size 10 45 60 63
Displacement Vg max cm?/rev (in%/rev) | 10.5 (0.61) 45 (2.75) 60 (3.66) 63 (3.84)
Max. Speed N max rpm 3600 2600 2600 2600
Flow at 1800 rpm Q.c 1800 LPM (gpm) 18 (4.8) 81.6 (21.6) 108 (28.8) 114 (30)
Max. Flow Q, ommac | L/Min (gpm) 37 (9.7) 117 (31) 156 (41) 163 (43)
Max. Power P, e kW (HP) 35 (47) 49 (65) 65 (88) 68 (90)
Max. Torque T o Nm (Ib-ft) 42 (31) 179 (132) 238 (175.5) 250 (184)
s Nm/rad 9200 37500 65500 65500
(Ib-ft/rad) (6760) (27656) (48100) (48100)
R Nm/rad i 41000 69400 69400
(Ib-ft/rad) (30240) (51200) (51200)
U Nm/rad 6800 30000 49200 49200
Rotary Stiffness, (Ib-ft/rad) (5020) (22130) (36290) (36290)
Drive Shaft W Nm/rad i 34400 54000 54000
(Ib-ft/rad) (25370) (39830) (39830)
Q Nm/rad i i 34400 34400
(Ib-ft/rad) (25370) (25370)
K/P/C Nm/rad 10800 43900 73900 73900
(Ib-ft/rad) (7965) (32380) (54506) (54506)
Weight (without fluid) M Ibs 17 40 48.5 48.5

Note: Values shown are valid for an absolute pressure of 1 bar at suction port.

FLUID POWER Excellence Under Pressure 4



Technical Data

6. Technical Data
If the flow is reduced or if the inlet pressure is increased the speed may be increased according to the
diagram below.

Speed vs. Inlet Pressure

1.2 \ \ \ N

L\ \\ 23 (16) E
— \ \ 20 a4 &
E 1 S \ P
g \ \ o
g \\\ 75 12 ¢
3 N g
§ 10 AN s (10 o
g \ N =
w0 \ -

AN 13 (0.9)

09 1.5 (0.8)

07 08 0.9 10
Displacement V /V___ [in® (cm?)]

7. Determination of Size

Yoo Yor e V. = Displ |

FI = = - L/mi = Displacement per revolution in il

ow q, 231 [gpm] q, 17000 [L/min] 5 p p
A p = Differential pressure in psi (bar)

n = Speedinrpm (min")
Vg . A p Vg . A p ) )

Torque T= ———— [lb-ft] T= ————[Nm] n, = Volumetric efficiency
mh

24 « e n 20 men
N, = Mechanical-hydraulic efficiency

n, = Total efficiency
q,-4Ap q,-Ap
Power P= [HP] P= — [kW]
t

1714 « n, 600 -

8. Fluid
MR20S (Q/TCNK12-2001)
ISO 32
ISO 46
ISO 68

FIUiDgnE“ www. FluiDyneFP.com
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Technical Data

Operating Viscosity Range:
V=16 mm?/s~36 mm?/s (80 to 170 SUS)

op

For optimum efficiency and service life we recommend that the operating viscosity (at operating
temperature) be selected in the range:

V., = optimum operating viscosity 16mm? /s~36 mm? /s
referred to tank remperature (open loop circuit)

Limits of Viscosity Range:
The following values are valid for extreme operating conditions!

V. . =10mm?/s
for short periods at max. leakage oil temp. of 80°C (176°F)

Vmax = 1000 mm? /s
Temperature Range:

t =-20°C (-4°F); t__=+80°C (176°F)

—4p° —4‘l° ?{2" 68° 194" 140° 176° 21‘2" °F

Filtration: 40 200 00 200 400 60 80 100°°C
7400 +1600 16007400
4600 7~ 1000
. . . 3000 600
In order to ensure reliable operation of the axial 20001 400 SRS
. . . . . . 1000 + 200 OVE’G%O%%’Q,
piston unit, the operating fluid must be maintained 500 100 &R
to a cleanliness class of at least: 16/19 to 1IS04406. .. 30+ 0
This may be achieved with filter elements, g 2007 40 36170
. [&]
cleanliness class of 10 um. 2 P X 16 80
60+ 10
SUS|mm?/s mmZ's| SUS
42+ 5

5+ 42
40" 25" 10°0° 10° 30° 50° 70° 90° 115°°C
40° 13° 14°32°50° 86° 122° 158° 194° 240° °F

\ Temperature t

T hot
tmin=-40°F (-40°C)  Fluid Temperature Range tmax=240°F (115°C)

Installation Notes:

The pump housing must be filled with fluid during commissioning and remain full when operating. The
concentricity between engine transmission shaft and pump shaft must less than @ 0.05mm

FLUID POWER sales@FIluiDyneFP.com ¢ (586) 296-7200 6



Technical Data

Drive Power and Flow

Operating material:
Hydraulic fluid ISO VG 46 DIN 51519, t = 50°C

Size 10
- -=--n=1500 rpm
n =3600 rpm
gpm  (L/min) (kW) HP
10 - 0.
T A = (2025 T
D? 7.5 qy A L 1 -(5) 20 3
2 5 ~ Py max 5 3
o = == 10) g
25 - s = 10 v
L~ LT [ Pqv min | ~(5) 5 =
2= azscs-EER A
(50) (100) (150)  (200) (250) (bar)
I I I T
1000 2000 3000 3625 psi
Size 45
- = ==-n=1500 rpm
n = 2600 rpm Operating presure p
gpm (L/min) (kw) HP
1(120) 1 (60) 80
t zo |(100) ‘{ﬁ( > (50) t
& 25 Qv S e 60 a°
g 20 (80) ENNNENNNANEE P !qu maxt’(40) !g
T 45.(60) = ToaE (30) 40 &
10 - (40) =TT = t— (20) 50 02"
540 1 F T Ll Lo) [ 6
0 = o O
(50) (100) (150) (200) (250) (bar)
0 1000 2000 3000 3625 psi
Operating pressure p —»
Size 60/63
----n=1500rpm
n=2600 rpm
gpm (L/min) (kw) HP
(160) (80)
L IR oo 4
> (140) (70) s
o 35 1 a
z . |(120 (9] (60) {80 T
23] w so| %
* s (WO T T TN LA Pl 10 P o 8
20 { (80) b Eaui Rl -
15 4 (60) e (30) 40 &
1 A L+ -(20)
10 (40) » - ‘ qu minl: 120
540 AT (10)
0 catdninbdnkdnin 0
(50)  (100) (150)  (200)  (250) (bar)

FI 'D " 0 1000 2000 3000 3625 psi
UI gnE Operating pressure p —»

FLUID POWER 7



DR Pressure Control

The pressure control serves to maintain a constant
pressure in the hydraulic system, within the control
range of the pump. The pump therefore supplies only the
amount of hydraulic fluid required by the actuators.
Pressure may be smoothly set at the pilot valve.

Ports
B Pressure port

S Suction port
L, L

12 Case drain ports (L, , sealed)

|-2 (avail. 53-design only) S

Static Characteristic

(atn, =1500 rpm: t, . = 120°F (50°C))

fluid

%
psi | (bar) &
3600 1(250) =

! i
. Q
a = wn
v S o
g = I ] v
«n © 2
4 = g
I £ S
] I Q-
o Bl bommmmmm e . Lo
£ g ©
S (%]
< o
o 290+ (20) T —— ~ .8
O wv
>
T

-»>

Flow qy [gal (I/min)]

Control Data
Hysteresis and repetitive accuracy A p..max. 3 bar
(44 psi)

Max. Pressure Increase
Size 10 45 60 63
AP bar (psi) | 6 (90) | 6 (90) | 8 (115) 8 (115)

Pilot oil consumption........ max. approx 3 L/min (0.8 gpm)

Fll-IiD';-lnETw www. FluiDyneFP.com
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DRG Pressure Control ‘

Function and design is the same as DR. A pressure relief valve
may be externally piped to port X for remote control purposes.
It is not, however, included with the DRG control.

The differential pressure at the pilot valve is set as standard
to 20 bar (290 psi) and this results in a pilot flow of 1.5 L/min =

Not included in the delivery contents

(0.40 gpm). If another setting is required (in the range of 10-22 O E }
bar) (145-319 psi), please let us know so we can quote you [ EW
correctly. ==
oo AR
Ports ) T
[ S { ; ___ o
B Pressure port L L ' _;’Z*X’ B
S Suction port L G|
LL, Case drain ports (L, , sealed)
X Pilot pressure port
Static Characteristic
(atn, = 1500 rpm: t, . = 120°F (50°C)) i
L, (avail. 53- design only) S

w
Setting range " §

Operating pressure p g

7(250)

290 1

(bar)

Control Data
Hysteresis and repetitive accuracy A p..max. 3 bar

Flow gy [gpm (I/min)]

—»

Hysteresis / pressure rise  Kpmax

(44 psi)

Max. Pressure Increase

Size 10 45 60 63
AP bar (psi) | 6(90) | 6 (90) | 8 (115) 8 (115)

Pilot oil consumption

max. approx 4.5 L/min (1.19 gpm)

sales@FluiDyneFP.com ¢ (586) 296-7200 9



‘ DFR* Pressure/Flow Control, Load

DFR X-T port open, DFR1 X-T port blocked

In addition to the pressure control function, the pump flow may Plugged in DFR1 valve

be varied by means of a differential pressure at the actuator X r-—--—- Y
(e.g. an orifice). In model DFR1, the X orifice is plugged. ’_ ) _'_‘
Ports b NT M

B Pressure port O . ,_

S Suction port ) $ooees EW« Eﬂ

Not included in the delivery contents

L L =
i ' $-=< o< 4 B
LL, Case drain ports (L, , sealed) F_AI_ 1
X Pilot pressure port
Static Characteristic
— . - 0 0
Flow control at n, = 1500 rpm: t, ., = 120°F (50°C)) <
psi | (bar) 2 ot
3625 1(250) =
[-2) | 1
1 1 (] —
g [w FToommo--d SRR TEES (I T
2 2 1 1 < +
g s 1 1 a L, (avail.-53 design only) S
g =4 [ S L1 s
()] = i ks el Q
£ g oo >
© wv 1 1 7
9] 1 1 <
IS3 1 1 g
© 2901 (20) fmmmmmmoos Le—a___| %
] 1 B
1 1

Flow qy [gpm (I/min)] -

Flow Control/Differential Pressure AP

Adjustable between 14 and 22 bar (200-300 psi) (higher
values on request). Standard setting: 21 bar (300 psi). If a Static characteristic at variable speed
different setting is required, please let us know. When port X
is unloaded to tank, a zero stroke pressure of p = 21 bar
(300 psi) (“stand by”) results.

Control Data

For pressure control technical data see DR pressure control.
Max. flow deviation (hysteresis and increase) measured at Speednpm] —>
drive speed n = 1450 rpm

Flow g [I/min]

Hysteresis / pressure rise  Kpmax

Max. Pressure Increase
Size 10 45 60/63
AQ__ | L/min(gpm) 1.5(0.5) | 1.8(0.48) | 2.5(0.66)

Pilot oil consumption DFR.....max. approx 3-4.5 L/min
(0.8-1.19 gpm)

Pilot oil consumption DFR1.....max. approx 3 L/min (0.8 gpm)

FlUiDgnE" www. FluiDyneFP.com
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LAXX)D Pressure/Flow and Power Control ‘

The pressure control is equipped as a DR(G). Please see page 11. In order to achieve a constant drive
torque with varying operating pressures, the cradle and with it the output flow from the azial piston pump is
varied so that the product of the flow and pressure remains constant.

Flow control is possible below the power control curve. When ordering, please provide us with the power
setting requirements (ex., 27 HP (20kW) at 1500 rpm, and 3,045 psi (210 bar) max system pressure).

. Torque T (Ib-ft (Nm)
Start of Control psi (bar) Order Code
45 63
1030-1520 (71-105) 43.6-62 (59.5-84) 61-88 (83.1-119) LA7
1535-2030 (106-140) 62-83 (59.1-84) 88-116 (119-157) LA8
2045-3335 (141-230) 83-139 (112.1-189) 116-195 (157-264) LA9

Static Curves and Torque Characteristic

Circuit diagram (LAXD)  with pressure cut-off

----- Nl
psi  (bar) -dx
4350 |(300
@ (300) Circuit diagram (LAXDG)  with pressure cut-off, remotely operated
= 3620 |(250)
- NN N , ,
@ 2900 |(200) LAY = =
S \ e
o 2175 |(150) = LA8 il il &
£ . *F---EWJ “Not included
© 1450 |(100) ~ LA7 3 t—*"in the delive
9} ™~ O ry
jo3 1 tents
O  725| (50) T i con
R N
o' (0) Lfeome
0 100 ialia:
Aq (see table above) Circuit diagram (LAXDS)  with pressure and flow control
—{ = e
LA9 |
= [ XX Not included
z e . ____________ in the delivery
& : L, contents
2 AT w e NGl [
= Ll
CI:.; k"\~ S $oommmm 1 I_J.
T R ; 5
I§ T T E_W""": ---------- 4 —‘
TS [TEEED -4 oe - 4 B
0 100 (R : -
Volume flow q, [%] : v 7

[P —

Excellence Under Pressure 1



‘ AIOVIO Dimensions

DR - Hydraulic Pressure Controller

Clockwise Rotation
max.4.33( 110)

2.87 (73
0.43 (11)
IEIangeo.25 (6.4) , :
1SO3019-1 4 ! : ‘
! o
3 N <.
wn ! o =
32 og | <|—
NN l . a8
Mmm LQ |
< | I n
53 s
T L1 i = 2
e Sh
0.94 (24) | 4.19 (106.4)
5.83 (148) 5.28 (134)
7.09 (180)
View Y _ View Y
Clockwise ‘ Counter-Clockwise
Rotation < Rotation
N i A AN T A
S\ "6 s s /\@———® S
Bl =
1.1311.13 1.13]1.13
(28.6)|(28.6) (28.6)|(28.6)
©2.00(51)2.00(51) 72.00(51) 2.00(51)
FIUIDgnE www. FluiDynefF~FP.com
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AIOVIO Dimensions ‘

DRG / DFR / DFR1 - Hydraulic Controller
Clockwise Rotation

max. 4.33 (110)
575 (146) 127
(40) X
.\
| 7.05(179)
Metric Mounting Flange and Shaft
P - Parallel Keyed Shaft
20.5 mm diameter
DIN 6885 A6x6x25 key
1
Flange 64 o 28+%3
1SO 3019-2 gs
2|2 25
)
Q
© [
oo m' 777777777 ~
2 R'T %‘5
(S
Centering
R315x67
DIN 332 36
FLUID pogw €R sales@FluiDyneFP.com ¢ (586) 296-7200
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‘ AIOVIO Dimensions

Drive Shafts and Port Dimensions

K - Parallel Keyed Shaft S - Splined Shaft
3/4” diameter; 3/16” sq. key 3/4” diameter; 11T 16/32 DP"
ISO 3019-1 19-1 SAE J744
0.188 118 (30)
198 (476 *°F
00125 _ 113 _f 0187 | 0:35_| (14)
= (28.6) £ L Olo9 | (5)
29 4 - =
551 S S
IR )
o = palie = Lz
o o
Centering® | "
R012x0.26  11.30(33) [ (()i?;
DIN 332 0.31(8)
1.61(41) 150 (3 8)
U - Splined Shaft
5/8” diameter; 9T 16/32 DP"
SAE J744
0.94 (23. 8)
ﬁs
4) B
Centering 0.62 }
R12x0.26
DIN332  (158)] [
Port . Max Tightenin
Ports Code Standard Size To?que 9
B Outlet Port, Rear Threaded 1-1/16-12 UNF-2B; 0.79” (20) deep )
S Inlet Port, Rear Threaded 64 ISO 11926 1-1/16-12 UNF-2B; 0.79” (20) deep 243 1b-ft (330 Nm)
B Outlet Port, Rear Threaded 1ISO 11926 [ M27x2; 0.63” (16) deep )
s Inlet Port, Rear Threaded 14| DIN 3852 | M27x2: 0.63" (16) deep 243 1b-ft (330 Nm)
(B B Case Drain Ports (L, plugged) | 64/14 | ISO 11926 | 9/16-18 UNF-2B; 0.43" (11) deep 59 Ib-ft (80 Nm)
X Pilot Pressure Port 64/14 | 1SO 11926 | 7/16-20 UNF-2B; 0.45” (11.5) deep 29 Ib-ft (40 Nm)
FIUngnE www. FluiDynefF~FP.com
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AlOVA4S Dimensions ‘

DR - Hydraulic Pressure Controller
Clockwise Rotation 2, -52 Series

Port Plate 61/11

3.90(99)
0.37 (9.5) 0.47 (12)

025(6.3) | [118.(30) o=
Flange
150 3019-1

518 (131.5)

0.56 (14.3)
3.03(77)

o|— N
S 2 = I @) 37
<o e Tt 1" — - : !
= (B |
R e A
f o
— NS
— :_E /] | I\/ N
744 (189) ‘ 5.75 (146)
max. 8.68 (220.5) ‘ 6.77 (172)
Port Plate 64 View X an
Cs
O_) [oe]
S ‘ 32
©
A ‘ <=
~ e, o °TNE
== ([ I - - -
‘ Ly e 9 =
S o | o/
'3 % ,\/V“
 / N
| S |
; B
‘ 7 205
\ &4 Q&Qi
Z AN (D) a0, 297
\ i 1.50 | 1.50
:\ | (38) (38)
(—
S : B
1.50_L1.5o
(38) (38)

1) Primary dimensions for pump apply for series -52 as seen above.
2) Location of service ports S and B are turned 180° for counter-clockwise rotation.

FLUID POWER Your Trusted Choice 15



‘ AlOVA4S Dimensions

DR - Hydraulic Pressure Controller
Clockwise Rotation 2 -52 Series

Port Plate 62/12

Detail Z
B
o
<
NN
n o
max. 8.68 (220.5) S
5.93 (150.5) Crool | e
3.90(9 9) T \X @
0.37(9.5) _ [0.47 (12) ] <5< 1.03 View Y
0.25(6.3) |, [118 (30) (26.2) ‘
[ i
Flange — L j ‘ &
1SO 3019-1 \ i S ‘ I
‘ = \
. LB, 2 |
o ~ & = |
g8 e M0 ™N (Do v IFSRY N N A -
AIRS] 4+t —— - <oy -—
<8 Dii ) |5% |
7any i
€} \JJ ‘
141 (357) 3.54(9 0) 3.54(9 0)
7.01 (178) \
8.31 (2 11) ‘
FluiDyne
u' gne www. FluiDynefF~FP.com
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AlOVA4S Dimensions ‘

DRG / DFR / DFR1 "3 - Hydraulic Controller
Remote Pressure Control / Pressure and Flow

Clockwise Rotation ? -52 Series

max. 8.68 (220.5)
5.93 (150.5) 2,68 (68

518 (131.5)
453 (115)

LA()D(S/G) " - Hydraulic Controller
Pressure, Flow and Power Control

9.25 (235)
146

2.68 (68

5.24 (133)

1) Primary dimensions for pump apply for series -52.
2) Location of service ports S and B are turned 180" for counter-clockwise rotation.
3) DFR1; Pressure and flow control with blocked bleed down orifice

FluiDyne

FLUID POWER Excellence Under Pressure 17



‘ AlOVA4S Dimensions

Drive Shafts and Port Dimensions

K - Parallel Keyed Shaft
1.0” diameter; 1/4” sq. key
ISO 3019-1 25-1

S - Splined Shaft
1.0” major dia. 15T 16/32 DP
SAE J744-25-4 (B-B)

1.50(38.1)

0.09 149
S ~|22)] 137 (34.9) KoEL
S0 0.250 (6.35) w| 063 (16)
< ~
35|, 31 020(5)
1 L | z| L 7£[
DI 1 o ' \8 — S
S8 ]/ cql - < H 1] \‘
8| g 29 g
< |5 B
118
0.63_| (16) } (30)
1.81

1.81 (46)

(45.9)

R - Splined Shaft
1.0” major dia. 15T 16/32 DP
SAE J744-25-4 (B-B)

U - Splined Shaft
7/8” major dia. 13T 16/32 DP
SAE J744-22-4 (B)

W - Splined Shaft
7/8” major dia. 13T 16/32 DP
SAE J744-22-4 (B)

1.30(33.1)
_0.63 (16) = 0.63 (16)
X 0,20 (5 ) @ »M 2 0.20 (5)
O O _10.20(5 J
=z =z s
3 = ; 3, [
[\
ED | i = D -
- S = Z = |
116 =
Usable | (29.5) 0.99 Usable 0.98 (25)
shaft (25.1) shaft length
length |_1.81 (45.9) 1.61 (41)
1.61 (41)
Port . Max Tightening
Ports Code Standard Size Torque
B Outlet Port, SAE Flange (code SAE J518; | 1.0”; 3/8-16UNC-2B; 0.75 (19) deep )
" ). Inict Port, SAE Flange | 792 | IS0 68 | 1-12” 1/2-13UNC-2B: 0.87 (22) deep | ' o-ft (42 Nm)
B Outlet Port, SAE Flange (code SAE J518%; |1 1.0”; M10 x 1.5; 17 deep §
S 61); Inlet Port, SAE Flange 12 DIN 13 1-1/27; M12 x 1.75; 20 deep 48 lo-ft (66 Nm)
B Outlet Port; Threaded 1-5/16"-12UN-2B; 0.79 (20) deep
S Inlet Port; Threaded 64 ISO 11926 1-7/8-12UN-2B; 0.79 (20) deep 243 Ib-ft (330 Nm)
(BB Case Drain Ports (L, plugged) All 1ISO 11926 | 3/4-16UNF-2B 116 Ib-ft (160 Nm)
X Pilot Pressure Port All ISO 11926 | 7/16-20UNF-2B; 0.45 (11.5) deep 29 Ib-ft (40 Nm)

1
2
3

~— — ~—

FluiDyne

FLUID POWER

Primary dimensions for pump apply for series 52
Location of service ports S and B are turned 180° for counter-clockwise rotation
Metric fixing thread is a deviation from standard

www. FluiDynefF~FP.com
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AlIOVGEG0O/63" Dimensions ‘

DR - Hydraulic Pressure Controller
Mounting Flange C, Clockwise Rotation?, 52 Series
A10V (60/63)DR/52R-PSC61N00

Port Plate? 61/11

max. 8.68 (220.5)

4.61 (117)
0.37 1.57
9.5)7] [(4.0) L1
FI N s
ange == = =
1SO 3019-1 {% § f B I
o
IS — S
< s [l =
< = L1 -
2% — g
o
R
N
5.75 (146)
0.59 (15) ‘ 6.77 (172)
8.19 (208)
View X
o q
Q
o O P
_] o) &
o9 S
B2 gt [ Y les
o< ~N |
= ! / -
“ 7 o Oy
y\z’_‘ O O
Ne—F §
1.67 |(42.9) 1,03 (26.2)
130 181 ]
(33) (46)

FLUID POWER sales@FIluiDyneFP.com ¢ (586) 296-7200 19



‘ AIOVGEG0O/63" Dimensions

DR - Hydraulic Pressure Controller
Mounting Flange C, Clockwise Rotation2), 52 Series
A10V (60/63)DR/52R-PSCxxN00

Port Plate? 62/12

max. 8.68 (220.5)

4.61 (117)
0.50
(127) | 1.57 -
(40) I
Flange
1SO 3019-1 i il
- L %%l_
. 3
.. © | O\
ST — B (f /l_ N® -Z
DRSS | N <y
PR
5 ® i N < d
] o ° Qg
- o | o
= .67 NS
] &40 283(72) |.2.83(72)
059 (15
793 (201.5) |
9.43 (239.5)
e [0]© A10V60/63- D
A gI Mounting Flange
O ©
. . . . ot} View Y C)
Mounting Flange D ", Clockwise Rotation?, 52 Series OM\G <
A10V (60/63)DR/52R-PSDxxN00Q 11126.2) @
| [ \l_
max. 8.68 (220.5) © N @ ~z
4.61 (117) | \V, | |~
0.50 — .
(127) | 1.57 -
-, o
Fi
|Saon§§19_1 =T s 283(72) | 2.83(72)
H @& 4
(=
— o | ©0\3 L1
o — | m
2 5 5 () ek, . -
< g < N Z
o S | g ge \]— gg :-,Z: 1 tiﬂ\\\Ti\ / &
™ 7 A N
- fe < —2on0X K
€}| \y\é e - 45 VIE
1 1.67 o I el
= &) 429 g e
0.59 (15 o : gﬁ
793 (201.5) | @ | e
9.43 (239.5) -\ SN
451 (114.5)
5.75 (146)

1) Primary dimensions for pump apply for series 52
2) Location of service ports S and B are turned 180° for counter-clockwise rotation

FIUiDgnE" www. FluiDyneFP.com
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AlIOVGEG0O/63" Dimensions ‘

DR - Hydraulic Pressure Controller
Mounting Flange D, Clockwise Rotation?, 52 Series
A10V (60/63)DR/52R-PSDxxN00

Port Plate? 61/11

max. 8.68 (220.5)

455 (115.5)
0.50 (12.7)__|1.54(39) L
0.25 (6.3) L1 ©n g
Flange [ LA E &
150 3019-1 | i i 3
= o
L
_l g”
8 ~ /o o) E—I
AN ffono- <X e
<8 @
a = | CIIIIIIT) &) g
[aa]
< 4.51 (114.5)
0.59 (15)_| 5.75 (146)
819 (208) 591 (150)
View X
View Z
= {00 ) 4
Mounting Flange D ", Clockwise Rotation?, o SJ =
52 Series. A10V (60/63)DR/52R-PSDxxN00 g 2 S 3g
0'7(9 ) 3 o 44
B lieea 25 7\ e;r S
2) - N sl
Port Plate? 62/12 = VAR <
p S o4
max. 8.68 (220.5) S YA 2 © B
455 (115.5) <y
1.67 103
0.325(1(2 2 1.54 (39)L1 ©x 42.9)| | 1.81___(26.)
Flange / T th (a6) ]
150 3019-1 i
: 3
o] &\g
o
S8 f for=r] 28y
ag
o O
R . NS
0.59 (15) | 1.69
42.9)
793 (20 1.5) |
9.43 (239.5) @I
2.83(72) 1.2.83(72)

1) Primary dimensions for pump apply for series 52
2) Location of service ports S and B are turned 180° for counter-clockwise rotation

FLUID POWER Your Trusted Choice 21



‘ AIOVGEG0O/63" Dimensions

DR - Hydraulic Pressure Controller
Mounting Flange C, Clockwise Rotation2), 52 Series
A10V (60/63)DR/52R-PSCxxN00

Port Plate? 61/11

max. 8.68 (220.5)

4.55 (115.5) L1
L1 L % =
[T — g
Flange T o ?a?
1SO 3019-1 A =
«
— | — — N
gl & —= —
MRS i el <X S ]
i = \ .
~ \: S \o
| — - ‘ ~
‘ @j ‘ 5.75 (146)
‘ 6.77 (172)
8.19 (208.2)
DRG / DFR / DFR1 * - Hydraulic Controller LA( )D(S/G) - Hydraulic Controller
Remote Pressure Control / Pressure and Flow Pressure, Flow and Power Control
Clockwise Rotation 2, 52 Series Clockwise Rotation 2, 52 Series
max. 8.68 (220.5) 972 (247)
5.93 (150.5 5.91 (150) « 2:56 (65
-
L1
i L1
N —
éj - 2 S L
L o k=
|_@J_ o o 2 i
_ s ‘ s
u N ¢
| o l\e ®
| < >

1) Primary dimensions for pump apply for series 52
2) Location of service ports S and B are turned 180° for counter-clockwise rotation
3) DFR1/DRS; Pressure and flow control with blocked bleed down orifice

FIUiDgnEn www. FluiDyneFP.com

FLUID POWER 22



AIOVE0O/63 Dimensions ‘

Drive Shafts and Port Dimensions

K - Parallel Keyed Shaft
1.25” diameter; 5/16” sq. key
ISO 3019-1 32-1 (C)

S - Splined

1.25” maijor dia. 14T 12/24 DP%
SAE J744-32-4 (C)

Shaft

R - Splined Shaft
1.25” major dia. 14T 12/24 DP“®
SAE J744-32-4 (C)

1.87 (47.5) 1.87 (47.5) &75 (19)
012" 1.63(41.3) I~
Sg|® 03125 @ P75 09) a 0'(25%
<m|w (794) Y 0.20 (5 ) %
o3 | S | o =
129 il ® 2D & - |
N ez SO e M1y S
—| 2 \‘g'_) 1 p—
“ 156 Usable | 1.50(38
. shaft length
0.75_1(19) 2.18 (55.4)
2.18 (55.4) 218
(55.4)

U - Splined Shaft
1.0” major dia. 15T 16/32 DP¥
SAE J744-25-4 (B-B)

W - Splined Shaft
1.0” major dia. 15T 16/32 DP%
SAE J744-25-4 (B-B)

Q - Full Splined Shaft
7/8” major dia. 13T 16/32 DP4®
SAE J744-22-4 (B)

13063, 063 (16 0.63 (16)
w| 1063 (16) < 0.20 (5) 2 0.20 (5)
o ' 1
Ol 10205 ) Y Y
gasn = — .
] \ a : — N _
s' ‘H}"}’{\‘ § — § Zz
- — Ty 114
Usable (29) Usable 0.98 (25)
0.98 shaft length shaft length
(25) 1.81 (45.9) 1.61 (41)
1.81
(45.9)
Port . Max Tightening
Ports Code Standard Size Torque
Outlet Port, SAE Flange (code SAE J518; [ 1.07; 3/8-16UNC-2B; 0.75 (19) deep ;
61): Inlet Port, SAE Flange | 07792 | "1SO68 | 2.0% 1/2-13UNC-2B: 0.87 (22) deep | o 'P-ft (42 Nm)
Outlet Port, SAE Flange (code SAE J518%; |1 1.0”; M10 x 1.5; 17 deep ;
61); Inlet Port, SAE Flange 112 DIN 13 2.0”; M12 x 1.75; 20 deep 48 Ib-ft (66 Nm)
Outlet Port; Threaded 1-5/167-12UN-2B; 0.79 (20) deep
Inlet Port; Threaded 64 SO 11926 2-1/27-12UN-2B; 0.87 (22) deep 243 lbo-ft (330 Nm)
Case Drain Ports (L., plugged) | All ISO 11926 | 7/8-14UNF-2B; 0.51 (13) deep 116 Ib-ft (160 Nm)
Pilot Pressure Port All ISO 11926 | 7/16-20UNF-2B; 0.45 (11.5) deep 29 Ib-ft (40 Nm)

1) Primary dimensions for pump apply for series 52

2) Location of service ports S and B are turned 180° for counter-clockwise rotation
3) Metric fixing thread is a deviation from standard

4) ANSI B92.1a, 30° pressure angle, flat root, side fit, tolerance class 5

5) Splines according to ANSI B92.1a, run out of spline is a deviation from standard
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‘ Through Drives

Permissible moment of inertia

!
| m3
— o — — — - —-i—-— —
L1
L2
L3
m1 . m2 m3 [Kg] Mass of pump
LT L2, L3 [mm] Distance between
centres of gravity
Mm=(m1-L14+m2-L2+m3-L3)- 15 [Nm]
Size 10 45 60 63
m1 kg (Ibs) 18 (8) 18 (40) 22 (49) 22 (49)
L1 mm (ins) - 95 (3.74”) 100 (3.94”) 100 (3.94”)

Axial piston unit A10VSO0 can be supplied with a through drive, as show in the model code
breakdown on page *. The type of through drive is determined by codes (K01-K15). If the com-
bination pump is not mounted in the factory, the simple type code is sufficient.

The coupling is sold seperately. Included with the coupling is the sleeve, seals and bolts.

Combination Pumps:
By mounting combination pumps circuits independent of each other are available for use.

1. If the combination pump consists of two A10V pumps and if these are to be delievered
ready assembled, then the two model codels are to be combined with a “+”

Ordering Example: A10VS045DR/52R-PSC62K04 + A10VS045DFR/52R-PSC62N00

2. If a gear pump or radial piston pump is to be mounted in the factory as a second pump,
it will contain a list of the various pump combinations together with the model code of the first
pump.

(S FluiDyne

www. FluiDynefF~FP.com
FLUID POWER
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Unit Dimensions of Combination Pumps
A10V( )0 + A10V( )0

Ad

__|TJ'

[ i

n
<

il

[
&Y

[ ] |
i

LT

A3

Pump 1 A10V 45 A10V 60 A10V 63
(Dimensions mm) A1 A2 A3 A4 A1 A2 A3 A4 A1 A2 A3 A4

Pump 2

A10V 45 178 | 229 | 418 | 445 [ 202 | 255 | 444 | 471 | 202 | 255 | 444 471
A10V 60 202 | 255 | 463 | 471 | 202 | 255 | 463 471
A10V 63 202 | 255 | 463 | 471 | 202 | 255 | 463 471

Dimensions of Through Drives:

K01 Flange SAE 82-2 (SAE A, 2-hole) for mounting of external gear pump G2 or an A10V10,
A10V18 - U Shaft. Order KO1 coupling separately to mate to a 5/8” dia. 9T-tooth shaft.

Omitted for NG28 As
Ay
{ﬁj
A B © 003§
NO S5
T HRE
1< 3
o g
=
. ina 0.39
O mountin angeA
Omitted for NG28 g =T (10)
Sizes A1 mm (in.) A2 mm (in.) A3 mm (in.) A4
A10V 45 234 (9.217) 10.7 (0.42”) 53 (2.09”) 6-M10-1.5, (16 deep)
A10V 60/63 255 (10.017) 9.5 (0.377) 59 (2.327) 6-M10-1.5, (16 deep)

sales@FluiDyneFP.com ¢ (586) 296-7200 25



‘ Dimensions of Through Drives

K52 Flange SAE 82-2 (SAE A, 2-hole) for mounting of an A10V10, A10V18 -S shaft or an A10V28
- U Shaft. Order KO1 coupling separately to mate to a 3/4” dia. 11T-tooth shaft.

Omitted for NG28 Ay

A3

o 3§
AR 9
=k
> 58
<]
0.39
Omitted for NG28 . Az | (10)
to mounting flange A,
Sizes A1 mm (in.) A2 mm (in.) A3 mm (in.) A4
A10V 45 234 (9.21") 39.4 (1.55") 53 (2.09”) 6-M10-1.5, (16 deep)
A10V 60/63 255 (10.017) 39.4 (1.557) 59 (2.32”) 6-M10-1.5, (16 deep)

K68 Flange SAE 101-2 (SAE B, 2-hole) for mounting of an A10V45 - U shaft or an A10V28 - S
shaft. Order K68 coupling separately to mate to a 7/8” dia. 13T-tooth shaft.

Omitted for NG28, 45 As
LI
4
O o
| (8523
C)_O_ + +
<< ©
< S
Qs
=
=a
0.39
Omitted for NG28, 45 A, | (10)
to mounting flange A,
Sizes A1 mm (in.) A2 mm (in.) A3 mm (in.) A4
A10V 45 234 (9.217) 42.4 (1.677") 18 (0.717) 2-M12-1.75, (18 deep)
A10V 60/63 255 (10.04”) 42.4 (1.677) 18 (0.717) 2-M12-1.75, (18 deep)

& FIUiDgnE" www. FluiDyneFP.com

FLUID POWER 26



Dimensions of Through Drives ‘

K04 Flange SAE 101-2 (SAE B, 2-hole) for mounting an A10V45 - S shaft or an A10V60/63 - U
shaft. Order K04 coupling separately to mate to a 1” dia. 15T-tooth shaft.

Omitted for NG45 Ay
A3
% S
CO9?
] Jloo
I 9
e
0 s
—
il 0.39
Omitted for NG45 A (1'0)
to mounting flange A,
Sizes A1 mm (in.) A2 mm (in.) A3 mm (in.) A4
A10V 45 229 (9.027) 48 (1.88") 19 (0.74”) 2-M12-1.75, (18 deep)
A10V 60/63 255 (10.04”) 47.4 (1.87") 18.4 (0.72") 2-M12-1.75, (18 deep)

K15 Flange SAE 127-4 (SAE C, 4-hole) for mounting an A10V60/63 “D” pilot pump with an S shaft.
Order K15 coupling kit separately to mate to a 1-1/4” dia. 14T-tooth spline shaft.

Ag
A3
I
in f © 03
R | SEts
= 1 oS
Zl e e IS
3 \l 5
-
451 (114.5) As 053
B —>‘ to mounting flangeA; [(134)

Sizes A1 mm (in.) A3 mm (in.) A4 mm (in.) A5
A10V 60/63 255 (10.04”) 8 (0.31") 59 (2.32") 2-M12-1.75, (16 deep)
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‘ Installation Instructions

General: Below-Reservoir Installation (Standard):
The axial piston unit must be filled with hydraulic fluid This means the axial piston unit is installed outside
and air bled during commissioning and operation. of the reservoir below the minimum fluid level.
This must also be observed following a longer
standstill as the axial piston unit empty via the 1 2
hydraulic lines.

Amin Amin
Especially with the installation position “pump shaft B B
upwards” or “pump shaft downwards”, attention must htminﬁ '*‘L\ Bt min "*{'L
be paid to completely filling and air bleeding the pump min O min | CF—
since there is a risk of dry running. ‘ L

The case drain fluid in the case interior must be
directed to the reservoir via the highest case drain
port (L, L,, L,).

B

For combinations of multiple units, make sure that the 3 4
respective case pressure in each unit is not
exceeded. In the event of the pressure differences at 3min 3min
the drain ports of the units, the shared drain line must
be changed so that the minimum permissible case
pressure of all connected units is not exceeded in any
situation. If this is not possible, separate drain lines
must be laid.

To achieve favorable noise values, decouple all
connecting lines using elastic elements and avoid
above reservoir installation.

In all operating conditions, the suction line and the In:tal'le?tion Air Bleed Filling

case drain line must flow into the reservoir below the osition

minimum fluid level. The permissible suction 1 L S+L

highest h_ = 31.50 in (800 mm). The minimum 2 L, S+,

suction pressure at port S must also not fall below 12

psi (0.8 bar) absolute during operation. 3 L, S+L,
4 L S+L

Installation Position:
Key on following page

See the following examples 1 thru 12 for proper

plumbing of hydraulic lines for various pump

installations. Installation positions 1 and 3 are the

recommended conditions most favorable for a long

extended life of the pump.

& FIUiDgnE" www. FluiDyneFP.com
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Installation Instructions

Above-Reservoir Installation: Inside-Reservoir Installation:
This means the axial piston unit is installed above
the minimum fluid level of the reservoir. To prevent
the axial piston unit from draining, a height
difference h_ min of at least 0.98 in (25 mm) is
required in installation position 6.

This means the pump is installed within in the
minimum reservoir fluid level.

Axial piston units with electrical components (e.g
electric control, sensors) may not be installed in a
reservoir below the fluid level.

Observe the maximum permissible suction height

h, .. =31.50in (80 mm). 9 10
Amin Amin
A check valve in the case drain line is only 7
permissible in individual cases. ] ity it g
LSB.i
htmin o N| htmin
5 6 N |
L i hes min# Fr e e :
1 L [
.‘\- % L, h min S L | h min
— & © 2 ! L
= | dle @ @
s s N 12
hs max hs max| Amin_ 3min,
ht min EB j . ht min, SB- j .
h min : h min : ht min ht min
Amin Amin
h min h min
7 8 ‘
F1
LS -
‘ Installation 1 \i\ Bjoed Filling
Position
. 9 L, L, L,
10 L, L, L,
R A R K
ht min SB \: ) ht min SB \: ) 1 1 L2 S
h min : h min :
Amin Amin 12 L S + L
S Suction Port
- F Filling / Air Bleeding
nstallation | airBleed | Filling LL,L,  Gase DrainPor
Position P 2
5 = L, L (F) SB Baffle (Baffle Plate)
- h, i Min necessary immersion depth (7.87 in)
6 F L, (F) . : . .
1 h_. Min necessary spacing to reservoir base (3.94 in)
7 F S+L,(F) e min Min necessary height needed to protect the axial
) F S+L(F) piston unit from draining (0.98 in)

S max

min

Max permissible suction height (21.50 in)

When designing the reservoir, ensure adequate
distance between the suction line and the case
drain line. This prevents the heated, return flow

from being drawn directly back into the suction
line.
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FluiDyne supports the distributors providing local
knowledge and assistance to fluid power customers.

Our people provide extensive support:

® Engineering Expertise e Component failure
: analysis
, ® Decoding special

A part numbers ® 18 month warranty
e |dentification of e New application
y parts within units component selection
e Advice on component ® Same day shipment

repair and assembly

Reman Units & Parts Av
Oilgear, Bosch, Contin

Powere
Custc
Servi

v l l
Call, email, chat...we’re r

31915 Groesbeck Hi
PH: 1-586-296-7.
Email: sales@FluiDyn
rie FPDA®S www.FluiDyneFP.con
MEMBER L la

Info aynd Website M For mOSt recent brOChure.’ _and |nf0 REGISTERED FIRM
other products please visit www.fl




